MOUNTAIN OFF ROAD ENTERPRISES LLC.
P. 0. BOX 690 DELTA, COLORADO 81416
. 970-625-0500

~—— 970-625-3747 fax

E-mail: info@mountainoffroad.com
www.mountainoffroad.com

| NSTALLATI ON | NSTRUCTI| OMBAGKOR REVERSAE. E
SYSTEM S. R. Sl. EPlease/rdadBems and Policies page 5.

This S. R. S-18869eep®<LI51D-7,€J-8 vehicles with 206 wide fror
the pivot (large eye) end of the leaf spring at the front of the frame and the shackle (small eye) end of
the spring swings from a tube/bushing that is welded in a hole that you must bore through the boxed
frame behind the axle. This method of shackle mounting is far superior to hanging the shackle off a
bracket from the bottom of the frame. M.O.R.E.'s method retains the caster angle as close to stock as
possible and allows for the most clearance under the Jeep®. This system will fit stock leaf springs or
MOST aftermarket leaf springs up to four inches of lift. Improved handling and ride quality will be no-
ticed regardless of other modifications to the suspension system. The frame of your Jeep® must be
factory stock and straight. It WILL NOT FIT if it has been modified. Have it checked for trueness at a
frame shop BEFORE you begin. It has been designed to fit with a Warn or Ramsey winch mounting kit
and will work with stock and MOST aftermarket bumpers.

LEAF SPRINGS: The springs you use MUST have a center bo
Measure your leaf spring from large eye to center bolt, small eye to center bolt and write down these
measur ement s. They MUST be the within 3/80. The r €
lengthen the wheelbase of the Jeep® aprox. one inch. This way, the tire won't hit the back of the front
fender upon suspension compression. If your spring center bolt is off-set it will not lengthen the wheel-
base as designed and tire to fender contact WILL OCCUR. Now, DO NOT PANIC if your springs don't
have a centered center bolt. This kit will still work just call us for further instructions on how to proceed.

PITMAN ARM: You may need to use a stock pitman ar m. I
bility that the tie rod could contact the drag link upon suspension compression. This will depend on the
amount of lift, be sure and check for any interference!

DRIVE SHAFT: The front drive shaft will need to have longer travel slip-yoke installed. Due to the
action of the suspension movement the stock slip-yoke will not have enough length or movement. We
recommend calling the following drive lineshop: Tom Woodés Cust onB7D497-4238. Shaf t

TIRE SIZE: Stock |l eaf spring equipped Jeeps can use
lift spring equipped Jeeps can use a 31" tall ti
i nch. 3.50 to 40 I|ift spring equipped Jeeps can ru
inches. If your running a tire larger then 33" tall, plan on lowering the bump stop (a bunch), installing a

body lift (minimum 1") and possibly trimming the fender.
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M. 0. R.#@686EL S. R. S. E contains thel following

Photo of contents on page 6 of this instruction sheet.

ITEM DESCRIPTION QTY. PART NUMBER

A BRACKET-DRIVERS SIDE 1 7686-DS

B BRACKET-PASSENGER SIDE 1 7686-PS

C FRAME SPACER PLATE 4 7686-FS

D SHACKLE PLATE 4 9040

E SHACKLE TUBE 2 7686-ST20

F BUSHING-SHACKLE 4 M02203

G BOLT-SHACKLE (1/2060 x 44) 13219

H NUT-SHACKLE (1/2" CRIMP-LOCK) 4 37268

| BOLT-BRACKET DS (7/16"x1-1/ 20) 2 15159

J BOLT-BRACKET PS (7/16 x1-1/ 4 0) 2 15157

K BOLT-BRACKET (5/8" x 2") 2 15311

L NUT-BRACKET ( 5/-BaCK)CRI WP 37036

M NUTBOLT-BRACKET (5/ 80 x2 40) 13319

N BOLT-SPRI NG PI VOT (9/1@ x 4. 5013271

0 NUT-SPRING (9/16 CRIMP-LOCK) 2 37270

P TUBE SPACER-FRAME 2 S107686

Q FLAT WASHER BRKT BOLT (7/16) 4 33084
LOCK WASHER BRKT BOLT (7/16) 4 33624

S FLAT WASHER-PIVOT BOLT 4 33088

T FLAT WASHER-MOUNTI NG BOLT8 ( 5/ 80) 33090

- INSTRUCTION SHEET 1 7686-11S

Please familiarize yourself with all of the components in the kit. The instructions will refer to the item by

letter not description! Read all instructions carefully before work is started on your vehicle. In addition to

basic hand tools, the following specialty tools are needed to perform this installation: Arc Welder (M.I.G.

preferred), Cutting Torch (Oxy/Acetylene), Large hammer and chisel (air hammer preferred), Protractor,

15/ 160 Wrench & Socket, i Dri ve Tor giuie dWrae.n,c hE Il oborri |jl a ¢
stands (several).
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STEP 1: Remove the plastic front frame cover.
STEP 2: | f your JeepE is equipped with a winch, re
move the side plates from the frame.

STEP_3: Remove the front bumper. Loosen but do not remove the two top bolts in the front
frame crossmember that attach the steering box mounts to the crossmember. See figure 1 & 2.

STEP_4: Raise and support the Jeep® with jack stands under each side of the frame behind

the front springs. With the front suspensionun-l oaded (wheels off the groun
the tires/wheels. Remove the front shocks. Remove the front drive shaft. Place two more jack

stands under the axle housing outside the springs. Remove the front leaf springs. Remove the

stock front shackle brackets from under the frame just behind the front bumper. See figure 3.

STEP 5: Remove the rear spring brackets from the frame. The best way is to heat the rivet head
with a torch and use a air hammer and chisel bit to knock the head off. If a torch is not available,
a grinder can be used. Grind the one weld on the outside of the frame and use a hammer to
knock the bracket off the frame. Clean-up the excess slag with a grinder (Underneath and on
the side of the frame). Be careful, do not scar the frame rail. See figure 4a & b.

STEP 6: At the front of the frame, i nsebBeefigure®m APO |
This keeps the frame rails from collapsing when t
side fr ame using i t ems R inR" & " Q". Thread t |
shackle bracket was removed from. Do not tighten
side frame rail wusing items " J&eefiquRb. & AQ0. Do no

STEP_7: If your Jeep is equipped with a winch, take it's side mount plates and insert them be-
t ween the frame and the new spring brackets (iten

side plate and brackets (items A&B). I f a winch i
ers on each side between the brackets and frame. See figure 7. l nstall item AMO t hi
hol es. l nstalll item AiKo in the front hol es. Il nst a
time. Tighten Items "I" & AJO installed in step 6

loosened in step 3 to 50 Ibs. ft. torque. Install the front bumper and tighten its hardware using
hand wrenches. Install the winch mount plate to the side plates and torque the nuts to 50 Ibs. ft.
torque. Now, torgue items Sedigure® MO0 to 110 | bs. f
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STEP_8: Install both leaf springs (large eye) end intothe M. O. R. iEt €ms [ A0 &

(you must turn the | eaf springs around). Use

time. See figure 9. On the drivers side frame rail behind the motor mount is the brake propor-
tioning valve. Remove the two small screws that attach it to the frame and gently pull it away
from the frame rail. DO NOT REMOVE ANY BRAKE LINES FROM IT! This will give you clear-
ance to work on the frame rail.

Pivot the | eaf spring by hand up to the frame

and bottom edge of the frame. Use a jack stand to hold the spring at this distance. See figure
10. Il nsert item AG" through item "D" and i

fi BO
i te

nt o

frame. Swing the shackle plate (item "DO0) wup,

protractor on the front edge of the shackle plate, place the pointer of the protractor on 60 de-
grees. See figure 11. The top of the shackle plate should be behind the spring eye (tilted back
at the top). With a scribe, trace a mark on the frame rail through the upper hole in the shackle
plate. The steps above are for spri ngs Ifyolhhate aspring
with more arch you should set up the angle with weight on the springs so you end up with the
shackle angle at 90 degrees or bottom edge back no more than 5 degrees. Call if you need as-
sistance.

Center punch the center of the traced mark. See figure 12. Now, transfer this center mark to

the inside frame rail by carefully measuring. Drill the punch mark witha 1-1/ 406 hol e
centering bit. See figure 13a & 13b. Use cutting oil for this procedure. After the outside frame
rail is drilled make sure the hole saw is level up and down and 90 degrees from the side of the
frame rail. Have a friend 'eyeball’ your drill to get it as accurate as possible. Now, drill the inside
frame rail to 1-1/4". Do not snag the hole saw on any brake lines as it comes through the inside
frame. Repeat this procedure on the other side of the frame.

Next, insert item "E" into the hole in the frame. Center it so that equal amounts are protruding in

OEM

saw

b1

and

h

(0]

O |

a

and outside the frame r Seefigsre14.aMeld thetubing td theBfamep er si d
inside and out, full circle. See figure 15. After the frame has cooled to room temperature, wire

brush the welds and paint the area.

STEP 9: Il nstall the urethane bushings items AFO0 int
(Permatex anti-s ei ze wor ks well ), coat items fAGO and inse
on the springs and into the bushings items #AF" ir
just "snugo them up. Do not tighten! The springs

Job! It's down hill from here! See fiqure 16a, 16b, 16c.

STEP 10: Re-attach the brake proportioning valve to the frame. It will be necessary to bend the
brake lines slightly to clear the shackle plate. Use caution doing this! Bolt the axle housing to
the springs using the U-bolts removed earlier and tighten them to 75 Ibs. ft. torque. Install the
shocks and hand tighten the nuts.
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Step 11: Test fit the front drive shaft. Chances are, it is too short. We have found that in most

cases, the slip yoke needs to have more travel. C
497-4238 about how you should proceed. DO NOT TRY TO SHORT CUT THIS STEP OR

DAMAGE WILL OCCUR TO YOUR DRIVE TRAIN .

Step 12: Check the front brake hoses. Make sure there is plenty of slack for suspension move-
ment. Have a helper turn the steering wheel from look to lock and watch them. If questionable,
longer hoses must be installed. We have longer hoses available, please call for more info.

Step 13: Install the wheels/tires and remove the jack stands. With the Jeep® on the ground,
jump up and down on the front bumper sever
items "M" & "O" to 30 |bs. ft. torque. Ti g
TORQUE! (It is very common to over-tighten the shackle bolts, don't do it!!!).

> Q
—_ —
(9]

0 ~+

Step 14: Test drive the Jeep. It may be necessary to center the steering wheel by adjusting the
drag-link. Re-check all hardware for proper torque after 50 miles and EVERY off-road use. If you
have any questions, please call M. O. R. Bt.9E-625-0500. Business hours are 8:00am to
5:00pm M-F mountain time.

TERMSPOLICIES:

FIT andTOLERANCES: All parts in this system are the results of countless hours of research, testing, fitting and refining. Jeep®

frames have a wide tolerance on bolt hole centers from hwheachme to frar
to mount our bracketry. In addition to the factory tolerances, most people install other then factory equipment such as bumpers,

springs etc. M. O.R.E.E has done the best job we can wbwmayfindure that
it necessary to grind, elongate, bend, or force the parts in this system to fit on your rig. Please use common sense when installing

these parts.

DAMAGE CLAIMS: All orders are carefully packed, however, mishandling by the carrier can result in damage. The carrier has the
responsibility for the shipment from the time it leaves our warehouse until it is delivered to you. All claims for lost or damaged goods
should be reported to the carrier, nottoM. O. R.LEC. E

RETURNS No returns will be accepted without prior permission from M. O. R .LEC. After you receive a Return Goods Authoriza-

tion (RGA) number, merchandise must be returned prepaid and insured. A claim must be made with in 30 days from receipt of mer-
chandise. The original invoice or a copy with the RGA number written on must accompany all returns. A 20% restocking fee will be
charged on all parts returned for credit or refund unless merchandise is proven to be defective or was shipped wrongby M. O. R. E. E
LLC. No merchandise will be issued credit or refund if it has been installed, modified, used in any way or is in unsalable condition.

WARRANTY: All merchandise is warranted to be free from defects in materials and workmanship prior to installation. Any alteration
or improper use will void this warranty. Because all parts we sell are intended for use in heavy-duty applications it is not possible to
warrantee or guarantee the performance of any items. M. O. R .LEC. froducts and the products manufactured by others, which
we sell may be subject to an infinite variety of conditions due to the manner in which they are used, serviced and/or installed. Pur-
chasers and users of such products rely upon their own judgment as to the suitable use selection, service and installation of such
products.

PRODUCT DISCLAIMER Modification of your vehicle to enhance performance with parts sold by M.O.R.E.E LLC. may create a
dangerous condition which could cause serious bodily injury, and the buyer hereby expressly assumes all risks associated with any

such modifications. All parts sold by M. O. R .LEC. dte for racing or off road use only. Mountain Off Road Enterprises LLC. will not

accept responsibility for personal injury or property damage arising from the failure of any parts manufactured or soldby M. O. R. E. E
LLC.

Specifications are subject to change without notice.
Jeep®, AMC®, CJ®, TJ®, YI®, Wrangler® , are registered trademarks of the DaimlerChrysler

M. 0. R.BBENbPr o GRBE, S| i pLdDofibl eJojRdcekdfEr oard tihdemarks used by Mountain Off Road
Enterprises LLC . The M. O. R. légo &nd these instructions are copyright©, 1996-2008.
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