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INSTALLATION INSTRUCTIONS for DP9706 

Please read and understand all instructions before beginning the installation of the Dead 
Pedal.  Please read the terms and policies on the back of these instructions.  
 
The DP9706 Dead Pedal is designed to fit the following Jeep® vehicles: 1997-2006 Wranglers 
equipped with an Auto. Or Manual Transmissions.    
  

STEP 1: Open DS or PS door depending on which side you purchased and lift up the car-
pet* . Position the Dead Pedal along the floor board and kick panel to the position that you are 
comfortable with.    (Figure 1 ) * It is possible to mount the dead pedal on top of the car-
pet, this is your choice if you do not want to trim the carpet.  

 

STEP 2: Mark the position through all 5 holes using a sharpie or center punch.          
( See Figure 2 ) 
 

STEP 3:      Drill all 5 holes using an 1/8ò drill bit. ( See Figure 3 )  

 

STEP 4: Install the Dead Pedal Bracket over the drilled holes and install sheet metal 
screws in all the holes. ( See Figure 4 )  
 
STEP 5: The carpet can be trimmed to fit around the dead pedal. ( See Figure 5 )  
 
STEP 6: GO JEEPIN!   
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HARDWARE  KIT: 
 

  1ï Dead Pedal Bracket 
  5 ï #8 Sheet Metal Screws 
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FIGURE 4 


