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INSTALLATION INSTRUCTIONS for JKTFF     JK 2 DOOR & 4 DOOR FRONT FENDERS  

 
 
 
 
 
 
 
 

Please read and understand all instructions before beginning 
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HARDWARE  KIT: 
 
   2ï FRONT FENDERS (L&R) 
 12ï 5/16-18x3/4ò BOLTS 
  2ï 5/16-18x2ò LONG BOLT 
  2ï 5/16-18x4ò LONG BOLT 
 14ï 5/16ò FLAT WASHERS 
 14ï 5/16ò LOCK WASHERS 
 14ï 5/16ò-18 nuts 
  2ï 1-7/32ò long spacer 
  2ï 3-3/32ò long spacers 
  1ï 3/8-16 x 3/4ò long  
  1-  3/8ò-16 nut 
  1- 3/8 Flat washer 
  1-  3/8 Lock washer 
  2ï TOP SKIRT TRIM BRACKET (L&R) 
  2ï FRONT MOUNTING CLIP FOR SKIRT (L&R) 
  2-  REAR MOUNTING CLIP FOR SKIRT (L&R) 
 14ï BUTTON HEAD PLASTIC INSERTS 
  4ï # 6 x 1/2ò SELF TAPPING SCREW 
  2ï SIDE MARKER LIGHTS 

Close up view without fenders 



 
 
 
 
 
BEFORE STARTING AND AFTER FENDERS HAVE FINAL PAINT OR POWDER 
COATING YOU MUST CLEAN AND WIPE CLEAN THE UNDERSIDE OF THE 
FENDER WHERE THE TUBE AND THE TOP SKIN MEET AND ALSO WHERE THE 
TOP SKIN AND THE MOUNTING SIDE PLATE MEET. THEN SILICONE THE EN-
TIRE SEAMS TO PREVENT OXIDATION. (SEE PICTURE A & B)  
 

 
 
 
 
 
 
 
 
 
 
 
 

 
STEP 1:      With the Jeep® on flat level ground, apply the parking brake, Remove 
                   Marker light harness only from front fender. ( see figure 1 ) 
 
STEP 2      Remove 4 bolts under fender using a 10mm wrench or socket.  ( see figure  
                   2,2a & 2b) 
 

STEP 3:     Drill out 6 plastic rivets on the under side of the fender using a 1/4ò drill  
                   bit.( see figure 3 ) 
 

STEP 4:     Pry apart outer fender skin from the inner fender skin apart. (see figure 4) 
 

STEP 5:    Remove push in plastic buttons from the wheel well skirt using pliers or  
                  body shop panel tool available at auto part stores. Save these buttons you  
                  will need to temporarily re-use them. (see figures 5).   
 
STEP 6:    Use 10 mm wrench to remove bolts which was hidden under the mud  
                  Skirt. (see picture 6) 
 
STEP 7:    Use needle nose pliers to squeeze the plastic T keeper and pull plastic   
                  fender away from the body quarter panel (see picture 7,8,9 &10) 
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PICUTUE  A PICUTUE  B 
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STEP 8: Remove entire fender components. ( see picture 11 ) 

 

STEP 9: Separate the three pieces of the factory fender and repeat step 1-8 on  
                      Opposite side. 
 
STEP 10: With the entire fender off use the rubber grommet of the supplied side marker           
                      light to mark out over the existing hole with a magic marker.(see picture 11&12 ) 

 

STEP 11: Using a die grinder to enlarge the existing hole to the fit the rubber grommet  
                     (approximately 3/4ò diameter). (see picture 13) 
 
STEP 12:      Put rubber grommet in enlarged hole then insert marker light into rubber  
                      grommet. You may want to lubricate grommet for easier installation. 
                      (see picture 14) 
 
STEP 13:     You will need to shorten the factory wiring, When you do, stager your cuts on the 
  individual wires so that when you put the wires back into the wire loom it will not 
  be bulging out of the wire loom (see picture 14). When hooking up the wires 
  we have found that you need to go Black to White / White to Black.  
 
STEP 14:     Bolt on the top trim out piece as shown behind fender panel. (see picture 15) 
 
STEP 15:     Place the wheel well skirt inside the wheel well and try and re-use existing plastic  
                     push in buttons taken out from wheel well plastic skirt. You want you to re-use   
                     the old push in buttons because you will need to remove them again in order to  
                     trim the plastic wheel well skirt and damaging them when removing them wont  
                     matter. (see picture 16,17) Picture 16 shows the top trim piece notched in order  
                     to get around the plastic skirt but DO NOT notch the metal top trim piece, in 
                     stead cut the plastic skirt in order to fit the skirt up tight against the top of the  
                     wheel well. Also put top trim out bracket inside wheel well as shown in picture   
                     17 for trimming and final assembly.  
 
STEP 16:     With the plastic wheel well skirt in place and the used plastic push buttons  
                    holding the skirt in the proper place use a silver sharpie to mark the skirt for  
                    trimming. Make sure the skirt is tight against the top, front side and back side of  
                    the wheel well when marking the trim line. (see picture 17&18) 
 
STEP 17:     Remove the plastic skirt from the wheel well and trim to your marked lines. 
 
 
 
 



   
 
 
 
 
STEP 18: Bolt on the front skirt mounting bracket through the factory hole (see picture  
                 20 and 21). 
 
STEP 19:  Bolting on the rear skirt mounting bracket: Hold the rear skirt mounting  
                  bracket against the sloping section of wheel well (see picture 22,23 &24)  
                  and slide the bracket down until your view from the side of the jeep is flush  
                  with the metal wheel well. (see picture 23). Mark the holes thru the bracket  
                  to the Metal wheel well and drill 1/8 holes and mount rear bracket with #8 x  
                  3/4ò metal Screw.  (see picture 22) 
 
STEP 20: Using hole location 3 as a guide, (picture 25,26) drill thru the inside  the   
                 wheel well body with a 11/32 drill bit. Using hole location 4 as a guide, 

                 dimple only with your drill the inside metal wheel well skin with a 15/32   

                 drill bit. Change drill your bit to a 11/32 drill and drill thru the metal wheel  
                 well skin. (see picture 25&27). De-bur as needed.  
 
STEP 21: With the front and rear wheel well mounting brackets all ready bolted in   
                 place, set the M.O.R.E front fender in position and put the 3/8ò x 3/4ò bolt up  
                 through the top jeep factory bracket (hole 2) (picture 25) and fasten with  
                 nut, flat and lock washer under the fender. Insert 5/16 x 3/4ò bolt with flat  
                 and lock washer in the very bottom rear hole (hole #1, picture 25) to hold  
                 fender up and in a loose in position. Slide the black top trim bracket on the  
                 inside of the body panel. Bolt the rest of holes #1 (in picture 25) with 5/16ò x  
                 3/4ò long bolts in holes.         
 
STEP 22:  With the holes all ready drilled in the metal wheel well from step 20, Insert  
                  spacer #1 approximately 3-3/32ò long in hole # 4 (picture 25 & 28) between  
                  the quarter panel and the metal inter wheel well. Insert 5/16 x 4ò bolt, fasten 
                  with flat and  lock washer and  nut. Insert spacer #2 approximately 1-7/32ò  
                  long in hole # 3 (picture 25 & 29) between the quarter panel and the metal  
                  inter wheel well. Insert 5/16 x 2ò bolt, fasten with flat washer, lock washer  
                  and nut. Insert remaining bolts Tighten down all nuts and  
                  bolts under the fenders 
 
STEP 23: Put the plastic wheel well skirt back in the wheel well. Push the NEW plastic  
                 buttons into the factory locations to hold up the skirt. (see picture 30 & 31).  
                 Push the skirt all the way to the back, left and right. Mark locations to be  
                 drilled thru the supplied front and rear mounting bracket. Drill  
                 the plastic skirt with a 5/16ò drill bit. Push in all the new plastic buttons for  
                 final positioning of wheel well skirt. 
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PICTURE 1 PICTURE 2 

PICTURE 2a PICTURE 2b 

Remove 



PICTURE 3 
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PICTURE 4 

PICTURE 5 
PICTURE 6 


